
Wear Resistance PCD Drawing Dies Wire Drawing Die Setup For Copper
Aluminum Wires

Basic Information

China

D6 - D36

1 Piece

USD1-999 per piece

Carton, Box

5-10 work days

T/T, L/C, Western Union

200 pieces per day

Product Specification

Copper And Aluminum Wire

D6 - D36

0.10mm-12.7mm

AWG, SWG

Stainless Steel

By Air

wear resistant PCD Drawing Dies, 
abrasion resistant PCD Drawing Dies, 
Copper Aluminum wire drawing die setup
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Place of Origin:

Model Number:

Minimum Order Quantity:

Price:

Packaging Details:

Delivery Time:

Payment Terms:

Supply Ability:

PCD Drawing Dies:

Material:

Hole Size:

Wire Gague:

Casing:

Transport:

Highlight:
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Product Description

PCD Wire Drawing Dies For Copper And Aluminum Wires
 
1. Description: 
 
PCD Wire Drawing Dies are the wire drawing tools applied in the production of soft wires (such as copper and aluminum wires)
and hard wires (such as stainless steel, alloy steel). The core is Polycrystalline Diamond (PCD). Except for Finished PCD
Drawing Dies, we also supply semi-finished PCD Drawing Dies according to customers’ requirements.
 
2. Specifications:
 

inches mm ADDMA Maximum Diameter
0.0039-0.0157 0.100-0.400 D6 0.4
0.0079-0.0315 0.200-0.800 D12 0.8
0.0079-0.0394 0.200-1.000 D12 1.0
0.0197-0.0591 0.500-1.500 D15 1.5
0.0197-0.0591 0.500-1.500 D15 1.5
0.0315-0.0787 0.800-2.000 D18 2.0
0.0315-0.0787 0.800-2.000 D18 2.0
0.0472-0.1181 1.200-3.100 D21 3.1
0.0472-0.1181 1.200-3.100 D21 3.1
0.0591-0.1732 1.500-4.400 D24 4.4
0.0591-0.1732 2.000-4.400 D24 4.4
0.1299-0.2126 3.300-5.400 D27 5.4
0.1299-0.2183 3.300-5.800 D27 5.8
0.2008-0.2992 5.100-7.600 D30 7.6
0.3150-0.4331 8.000-11.000 D33 11.0
0.3150-0.4409 8.000-11.200 D30 11.2
0.3150-0.4724 8.000-12.000 D33 12.0
0.3150-0.4921 8.000-12.500 D33 12.5
0.3150-0.5000 8.000-12.700 D36 12.7

 
3. Application: 
 
Suitable for drawing of soft wires, such as copper wire, aluminum wire and etc.
 
4. Advantage: 
 
Polycrystalline Diamond (PCD) has the characters of high hardness and good wear resistance. Compared to Tungsten
Carbide Dies, PCD Drawing Dies have better wear resistance, more uniform abrasion of inner hole, and higher drawing
efficiency.
 
5. 
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